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Equipamentos Indusriais

VANAGENENT SERVICE

SA 50

SIVI ATICI
LIQUID DRAINER

Ozellikler / Main Features

Sistem ne kadar verimli calisirsa calissin, sikistirilmis [T E—
hava ve gaz takip hatlarindaki nem yogunlasacak ve CALISMA SARTLARI / OPERATING CONDITIONS Body Body
borularda birikecektir. Uzaklastinimadigi strece bu Max.Basing 7 Max. Allowable Pressure PMA [bar 2 40
SIvi, Ca||§ma verimini dUSUFECek, paha“ parca ve Max.Sicaklik / Max. Allowable Temperature TMA (°C) 300 400
malzemelere zarar verecektir. AYVAZ SA 50 Sivi Aticilar, Max.Calisma Basinci / Max. Operating Pressure PMO (bar) 16 32
olusan kondensin sirktlasyonu engellemesini onlerler. Max.Fark Basinci / Max. Differential Pressure PMD (bar] 45-10-14 [45-10-14
Farklr kullanim alanlari icin cesitli tip ve boyutlarda Max.Calisma Sicakiigji / Max. Operating Temperature TMO [°C)| 250 400

temin edilebilirler. Gerektiginde boru baglantilarini
bozmadan sokulup bakim gorebilirler.

AGIRLIKLAR / WEIGHTS

However efficient the system, moisture will usually

. . . Bagl. kli Flansl Disli Kaynak B.
condense and collect in compressed air and gas lines. Copmeciions Flanged Screwed But weld
If not removed, this liquid will reduce operating PRI R ]
efficiency, corrode expensive plant and equipment '_p
and eventually result in costly downtime. Agriiiar 7 Weights kg >0 75583 AL
AYVAZ SA 50 Liquid Drainers prevent this condensate
from retardmg circulation. They_are ava_llable ina BAGLANTI SEKLI / CONNECTIONSS CAPLAR / <1755
variety of designs. They can easily be dismantled for i
servicing, usually without disturbing pipe connections. Disl / Screwed Bep e lo LBy BT 20 mm nehes

Flansli / Flanged DIN 2533 15- 25 [z

Uygulamalar / Typical Applications
Kompresorler / Compressors

Montaj / Installation

Montaj kondenstop icindeki samandiranin dikey sekilde
calismasina olanak saglayan yatay pozisyonda olmalidir
The steam trap must be fitted with the float arm in
horizontal plane so that the float rises and falls vertically
in the body.



ISma

Equipamentos Indusriais

SA 50

Kirmizi Egri / Red Chart
Ap= 14 baricin / For 14 bar diff. press.

Mavi Egri / Blue Chart
Ap= 10 baricin / For 10 bar diff. press.

Siyah Egri / Black Chart
Ap=4.5 baricin /7 For 4.5 bar diff. press.
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Tahliye Miktarlari / Discharge Capacities
(172"-1")
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— Tahliye Kapasitesi / Discharge Capacity

— Basing Farki / Differential Pressure
AP = Giris Basinci / Inlet Pressure - Cikis Basinci / Outlet Pressure

YEDEK PARCALAR / SPARE PARTS

1 Gbvde / Body GGG 40.3 or GSC 25

2 Kapak / Cover GGG 40.3 or GSC 25

3 Samandira Siti / Float Seat Paslanmaz Celik / Stainless Steel AISI 304
4 Kapama Valfi / Main Valve ( ball | Paslanmaz Celik / Stainless Steel

5 Samandira Kolu / Float Lever Paslanmaz Celik / Stainless Steel AISI 304
6 Samandira / Float Paslanmaz Celik / Stainless Steel AISI 304
7 Somun / Nut Paslanmaz Celik / Stainless Steel AISI 304

BOYUTLAR / DIMENSIONS

Cap / Size A-Al B c-C1 D E No. Holes
15 120-210 55 55 148 169 4
20 120-212 55 55 148 169 4
25 120-212 110 80-77 195 220 4

PN 16
GGG [40.3,
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