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Equipamentos Indusriais

A AYVAZ

SA 51 o

SIVI ATICI
LIQUID DRAINER

Ozellikler / Main Features

Sistem ne kadar verimli ¢alisirsa calissin, sikistiriimis Castiron | Cast Steel
hava ve gaz takip hatlarindaki nem yogunlasacak ve CALISMA SARTLARI / OPERATING CONDITIONS | ody Body
borularda birikecektir. Uzaklastinimadidi strece bu Max.Basinc / Max.Allowable Pressure PMA (bar) 25 40
sivi, calisma verimini dusurecek, paha“ parca ve Max.Sicaklik / Max.Allowable Temperature TMA (°C) 300 400
malzemelere zarar verecektir. Max.Calisma Basinci / Max.Operating Pressure PMO (bar) 16 32
AYVAZ SA 51 Sivi Athllar, O'USan kondensin Max.Fark Basinci / Max.Differential Pressure PMD (bar) 45-10-14 |45-10-14
SirkUlasyonu enge”emesini Onlerler. Farkh kullanim Max.Calisma Sicakligi / Max.Operating Temperature TMO (°C) 250 400

alanlarr icin cesitli tip ve boyutlarda temin edilebilirler.
Gerektiginde boru baglantilarini bozmadan sokultp

bakim gorebilirler. AGIRLIKLAR / WEIGHTS

.. . . ¢ Flansh Disli Kaynak B.
However efficient the system, moisture will usually pacaii e Flanged Screwed Bt weld
condense and collect in compressed air and gas lines. oo /- P [

. . . . . aplar Izes mm - - - -

If not removed, this liquid will reduce operating P
efficiency, corrode expensive plant and equipment Adrtidar 7 Weights kg 4054871 | 3273247
and eventually result in costly downtime.
AYVAZ SA 51 qu_UId Dr_amers prevent thl; cond_ensate BAGLANTI SEKLI / CONNECTIONS CAPLAR / SIZES
from retarding circulation. They are available in a
variety of designs. They can easily be dismantled for Disli / Screwed Bep acc. o AN BT 201 mm inches
servicing, usually without disturbing pipe connections. Flansh / Flanged JEp— 15- 20-25 | 172"~ 374" 1"

Uygulamalar / Typical Applications
Ist Esanjorleri / Heat Exchangers

Isitma Bataryalari / Heating Batteries
Tanklar / Tanks

Tavalar - Tablalar / Pans

Kurutma Silindirleri / Drying Cylinders
Finnlar 7 Ovens

Montaj / Installation

Kapak kismi yatay ve dikey montaja uygun sekilde
ayarlanabilir.

Cover part can be arranged according to horizontal or
vertical installation type.
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Tahliye Miktarlarn / Discharge Capacities
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Basinc¢ Farki / Differential Pressure bar(x 100=kPa)

YEDEK PARCALAR / SPARE PARTS
1 Govde / Body GGG 40.3 or GSC 25
2 Kapak / Cover GGG 40.3 or GSC 25
3 Samandira Siti / Float Seat Paslanmaz Celik / Stainless Steel AISI 304
4 Kapama Valfi / Main \Valve ( ball ) Paslanmaz Celik / Stainless Steel
5 Samandira Kolu / Float Lever Paslanmaz Celik / Stainless Steel AISI 304
6 Samandira / Float Paslanmaz Celik / Stainless Steel AlISI 304
7 Somun / Nut Paslanmaz Celik / Stainless Steel AISI 304
BOYUTLAR /7 DIMENSIONS
Cap / Size A K B C D
15 150 150 108 68 122
20 150 150 108 68 122
25 160 167 108 107 145
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